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TYPICAL DETAIL

1
INSTALLATION STRAP

INTERIOR

EXTERIOR

FRAME SIZE

OPENING SIZE

SNAP IN GLAZING ALUMINUM

GLAZING BEAD WITH S.S. CLIP

SILICONE CAP BEAD

(BY OTHERS)

STRUCTURAL SILICONE

(BY OTHERS)

NON-CORROSIVE SHIM

(BY OTHERS)

BACKER-ROD

(BY OTHERS)

REPAIR, FINISH,

AND PAINT PLASTER

(BY OTHERS)

6

[1/4"]

35

[1 3/8"]

SIGHTGLASS

1/8" x 3/8"

GLAZING TAPE

(BY OTHERS)

3

4

"x

1

4

"-20 FASTENER (BY OWM)

16 GAUGE GALV. STEEL

INSTALLATION STRAP

1/4" FASTENER (BY OTHERS)
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TYPICAL DETAIL

1
DIRECT FIX

FRAME SIZE

OPENING SIZE

SNAP IN GLAZING ALUMINUM

GLAZING BEAD WITH S.S. CLIP

SILICONE CAP BEAD

(BY OTHERS)

STRUCTURAL SILICONE

(BY OTHERS)

NON-CORROSIVE SHIM

(BY OTHERS)

BACKER-ROD

(BY OTHERS)

REPAIR, FINISH,

AND PAINT PLASTER

(BY OTHERS)

6

[1/4"]

35

[1 3/8"]

SIGHTGLASS

1/8" x 3/8"

GLAZING TAPE

(BY OTHERS)

1

4

" FASTENER (BY OTHERS)

INTERIOR

EXTERIOR
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